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Box grande cadence destiné à l’abattage traditionnel ou rituel des bovins en toute sécurité. 

Porte d’entrée à fonctionnement pneumatique. 

Ensemble des mouvements du box (contention du bovin et de la guillotine, éjection, plafond, plancher mobile et mise en place de 

la mentonnière) réalisé à l’aide de vérins hydrauliques. 

Trappe de poussée et chariot de poussé d’entrée à fonctionnement hydraulique. 

Centrale hydraulique déportée.  

Options: 

- Chevaux (Plafond relevable) 

- Veaux (Contention latérale, trappe de poussée, plancher relevable, mentonnière spécifique supplémentaire) 

 

 

Killing pen meant for the safe traditional or ritual cattle slaughtering. 

Pneumatically operated entrance gate. 

All movement and operation of the slaughter pen is done with hydraulic cylinders and motors 

remote hydraulic unit 

Options: 

- Horses (adjustable ceiling) 

- Calves (lateral immobilization and extra ceiling) 
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Spécifications 

Construction : acier galvanisé à chaud après fabrication et habillage inox 

Pilotage des mouvements par bouton poussoir sur pupitre de commande 

Specifications 

              Main frame made of hot dip galvanized steel with stainless steel covering 

              Supply of a control desk with control of the movement and auto cycle by push button 

 

 

 

 

 

 

 
 
 

 

POIDS 
WEIGHT 

5000 kg 

PUISSANCE 

POWER 

5000 kg 

BRB-200 Rituel 
BRB-200 Ritual 

400 V / 50Hz 

CAPACITÉ (B/H) 

CAPACITY (C/)H 

7.5 Kw 

7.5 Kw 400 V / 50Hz 

~  40 

~  40 8 Bars 

8 Bars 

BRB-200 
Traditionnel 

   BRB-200 

BESOINS EN FLUIDES 

POWER 
MODÈLE 

MODEL ELECTRICITE 

ELECTRICITY 

AIR COMPRIME 

COMPRESSED 

AIR 


